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"ITEM Consult" Ltd. Sofia 1220,
8 Istoria Slavianobulgarska Blvd

NeDI-181/21.04.2020

Pernament/Regulation (EU) 2015/1187
Solid fuel pellet boiler
Mareli Systems Ltd
ECOSTAR AUTO 12, cep. Ne BG0604205001
Mareli Systems Ltd
Sofia, Lyulin district, bl. 821, ap.1

Automatic

Wood pellets (C1) Test report for the fuel Ne 12000/25.03.2019
EN 303 -5:2012

165/15.04.2020

Deduction regarding temperature controls 3 [%]
Conversion coefficient for electricity consumption 2,5[-]
Biomass label factor 1,45 [-]
Efficiency at nominal heat output 94,93 [%]
Efficiency at minimum heat output 96,27 [%]
Test fuel, moisture 4,39 [%]
Test fuel, gross calorific value, moisture free 20,30 [MJ/kg]
Test fuel, net heating value, with moisture 18,17 [Mj/kg]
Test fuel, net heating value, moisture free 19,00 [Mj/kg]
Electricity consumption at nominal heat output 0,09 [kw]
Electricity consumption at minimum heat output 0,04 [kw]
Electricity consumption in standby mode 0,001 [kw]
Nominal heat output 12,14 [kW]
Minimum heat output 3,62 [kw]
Efficiency at nominal output 88,87 [%]
Efficiency at reduced output 90,13 [%]
Electrical efficiency of solid fuel cogeneration boiler 0,00 [%]
Seasonal space heating energy efficiency in active mode 89,94 [%]
Seasonal space heating energy efficiency 84,45 [%]
Auxiliary electricity consumption 0,0249 n/a
Electrical efficiency of solid fuel cogeneration boilers 0,0000 n/a

Calculation of the Energy Efficiency index:

Energy Efficiency: 124,92
Energy Efficiency class: At+
Energy Efficiency index (EEI) 125 € EEI < 150
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Usroteun: 1€ !

e

/M. Sc. L. Vasijév/



